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Installation Instructions For The NL range of Proenc Enclosures. 
 

On the rear of each enclosure, there are 4 x circular holes, 1 in each corner ½” in diameter. With a 
large cable cut-out in the rear of the housing 8” x 8”. (NL65 details below.) 

 
The enclosure has to be mounted to a strong rear surface, however as Proenc does not know the 
fabric of the building these enclosures are installed in we cannot give specific advise. The best 
option is to use anchor bolts, into cinder block walls or wall studs. With the power and data cables 
fed through the wall cavity into the rear of the enclosure.  

 
NB. With enclosures from NL46 to NL70 inclusive we recommend at least a 2 man lift. So that the 
enclosure can be offered up to the wall and the holes marked on the wall for drilling. 

 
Once the enclosure body is secured to the wall, the vertical TV bracket arms can then be removed 
from the TV horizontal bracket and attached to the rear of the TV set. Then 2 men lift the TV and 
hook the arms onto the horizontal bracket, securing the TV into position with the screws in the 
vertical TV bracket arms.  
 
Now the TV is in position, the door can be fitted using the concealed hinges that spring back and 
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lock into the enclosure body at the top of the enclosure. 
 
Finally the door is locked using the 2 high security door locks and storage of the keys in a secure 
area. 
 
Finishing of the enclosure joint to the wall can be filled with pick resistant caulking. 
 
 
 
 
 
 
All information is supplied under ProEnc’s terms and conditions and cannot be provided to any 
third party without written permission from ProEnc and the information supplied may change 
without notice which is available at http://proencltd.com/downloads/Terms&Conditions.pdf 
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